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   REF: 49BM8IPPM  
 

    Bloc prises aluminium 19” équipé d’un interrupteur protégé 1U  

 

www.multimedia-connect.fr This document is confidential, and is the property of Multimedia Connect. Multimedia Connect own the copyright, and the 
document must not be copied or changed in any form, wholly or in part without written permission from Multimedia 
Connect. The contents of this document must be disclosed to any other person or persons. 
The characteristics related to this document are not contractual, and can be modified without warning. 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

  
 
 

 
 

 

 
 

 

Descriptions     

 
 Bloc aluminium 8 prises équipé d’un interrupteur protégé pour empêcher une mise hors tension involontaire 

 Couleur aluminium naturel 

 Protection plastique amovible  

 Profil en aluminium anodisé  

 Prises UTE 2 Pôles + Terre 16A 250V avec obturateurs 

 1 câble alimentation type HO5VVF 3G1,5 mm²  de longueur 2m avec prises UTE 90° 

 Rackable sur tout type de baie 19” 

 Conforme norme CE et NFC 61-303   
 

 Dimensions : 44,45 (1U) x 483 (19”) x 45 mm 

 Conditionnement : unitaire 
 

Information de commande    

Réf. Designation Conditionnement  

49BM8IPPM Bloc 19’’ 8 prises équipé d’un interrupteur protégé  Unitaire 


